
■塗装例 ： アメリカ空軍 第432戦術戦闘航空団　第555戦術戦闘飛行隊　F-4D-29-MC  66-7463 、
   スティーブ・リッチー大尉＆チャック・デブルーブ大尉搭乗機、タイ国、 1972年8月28日
  Scheme ：  F-4D-29-MC 66-7463 of Capt R S Ritchie and Capt C B DeBellevue, 555th TFS/432nd
   TFW, Udorn RTAB, Thailand, 28th Aug. 1972

2

2

印刷設定にて用紙サイズを B4 サイズ（横）
に設定し、「実際のサイズ」または「拡大・
縮小しない」を選択して印刷すると、概ね
1/72 スケールにてプリントアウトすること
ができます。

※当データの使用は、個人の使用に限定させていただきます。
営利目的等による使用・複製はお断りいたします。
また、弊社は当データを使用した事により発生しうる如何
なる障害および事故等についても一切責任を負いません。
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TRIM ACTUATOR,
RUDDER FEEL CYLINDER

U.S.AIR FORCE F4D-29-MC
A. F. SERIAL NO. 66-7463
SERVICE THIS AIRCRAFT
WITH GRADE JP-4 FUEL
IDENTIPLATE LOCATION 
PANEL 26R
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TAIL LIGHT TRANSFORMER,
UPPER UHF COMM ANTENNA
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 CAUTION
PROBE TO BE HANDLED BY

AUTHORIZED PERONNEL ONLY.

ANGLE
OF ATTACK
TRANSMITTER

NO
HAND HOLD

 CAUTION
BEFORE OPERATING CONTROLS,

REFER TOnMINIMUM STRUCTURAL
ACCESS DOOR REQUIREMENTS

 (MAINTENANCE MANUAL)
TO PREVENTY DAMAGE TO AIRPLANE
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QUADRANT
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UNITS
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CANOPY
AFT

 CAUTION
IF CANOPY DOES NOT

CLOSE INSTANTLY, PUSH
“OPEN” BUTTON BEFORE

ATTEMPTING TO CLOSE AGAIN
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A/C   CAPT. STEVE RITCHIE

WSO CAPT. CHUCK DEBELLEVUE

C/C   SGT  REGINALD TAYLOR.    

 CAUTION
USE ONLY AN509-10R6 SCREWS
FOR ATTACHING HEATED PROBE


